
 
 
 
 
 
  
 
 
 
 
 

 

Missouri Department of Transportation 
David B. Nichols, Director 

 

573.751.2551  

Fax: 573.751.6555 

1.888.ASK MODOT (275.6636) 

ADDENDUM 003 
Dump Trucks 

Request for Bid 3-140214RJ 

 

Offerors should acknowledge receipt of Addendum 003 (THREE) by signing and 

including it with all documents contained in Addendum 002. The due date for 
receipt of bids is February 21, 2014 at 2:00 p.m. local time. The 

following changes shall be included as mandatory requirements for this solicitation.  
All other terms and conditions remain unchanged and in full force.  

 

Name and Title of Signer 
(Print or type) 
 
 
 
 

Name and Title of Department 
Authority 
 
Rebecca L. Jackson, CPPO, CPPB 
Procurement Manager 

Contractor/Offeror Signature 
 
 
___________________________________ 
(Signature of person authorized to sign) 

Department of Transportation  
 
Rebecca L. Jackson, CPPO, CPPB 

_____________________________ 
(Authorizing Signature) 

Date Signed:   Date Signed: February 11, 2014 

 

Bidders are notified of the following changes: 

 
Section 2.1.10. 

Delete section. 

Replace with - Bidder must provide Material Safety Data Sheets (MSDS) and American Society for 

Testing and Materials (ASTM) document reference numbers for all lubricants and fluids.     

 

Section 2.3.3 – Paragraph k. – Ladder - 3
rd

 bullet point  

Delete the last two sentences.  Only the first sentence remains.  

 

Section 2.3.3 – Paragraph p. – At the beginning of this paragraph, add the following: 

Mudflaps in front of rear tires shall be attached to bottom of bed, not by bracket attached to 

frame. Bracket shall be angle iron, welded to underside of bed. Mudflap shall not drag on 

belly plow when rotated. 



 

 

 

Section 2.3.4 – Paragraph p. – At the beginning of this paragraph, add the following: 

Mudflaps in front of rear tires shall be attached to bottom of bed, not by bracket attached to 

frame. Bracket shall be angle iron, welded to underside of bed. Mudflap shall not drag on 

belly plow when rotated. 

 

Section 2.6.5 – Paragraph u. 

Delete the first sentence – “Installation of MoDOT owned 50-Watt 2-way radio.” 

Replace with - “Installation of MoDOT owned 50-Watt 2-way radio and antenna.” 

 

Section 2.6.5 – Paragraph v. 

Delete the first sentence – “Installation of MoDOT owned 100-Watt 2-way radio.” 

Replace with - “Installation of MoDOT owned 100-Watt 2-way radio and antenna.” 

 

Section 4 – Pricing Page - Attached is a pricing page for use in all submissions.  Bidders can 

submit multiple sheets per unit type for units offered.  These fillable sheets replace the 

information required in Sections 4.1, 4.2, 4.3, 4.4, 4.6, 4.7, 4.11 and 4.12.  Bidders shall 

provide the information requested in Sections 4.5, 4.5.1, 4.8 4.9, 4.10 and 4.13 on separate 

sheets in numerical order for review.  Bidders must also provide the Vendor Information and 

Preference Certification Form, Notice of Cooperative Purchasing, Anti-Collusion Statement 

and Addendum Acknowledgements. 

 

Other Information: 

Q. Does the Body builder/equipment supplier MSRP discount need to be the same as each 

truck vendor’s discount or can it be shown independently? 

A. The Body Builder/equipment may supply a different MRSP discount from the Cab and 

Chassis builder but the discounts must be provided in the same location on the pricing 

page. 

 

Q.   Will MoDOT allow the submission of a unit with a set-back axle? 

A.  No, due to the additional equipment added to each unit, MoDOT has concerns regarding 

the amount of weight distribution on each axle.  Bidders may submit bids for units with a 

set-back axle under Section 4.8 entitled Innovative Solutions.  MoDOT may consider 

testing a unit at a later date to determine if a set-back axle will meet our needs at a 

reduced cost overall. 

 

Q.   3M recommends the 3430 Series in lieu of the 5000 series, are these equivalent? 

A No this is a sign sheeting and not a vehicular sheeting.  Based upon the conditions these 

units work in, the 3430 series would not withstand the elements and cleaning procedures. 

 

Q. The McNichols stainless steel grip strut material requested for the dump body walk rail is 

not available from McNichols. 

A. The specification states “The surface of the platform shall be constructed of McNichols Quality 

GRIP STRUT or equivalent material.” 


